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Panel Mount I-Adapter, Male-Female

M12 Circular Connector

p7/z4

WANJIE

Technical Data

Standard

Ambient Temperatur
Insulation Resistance
Contact Resistance
IP Class

Mating Endurance

Material Data
Connector Carriers
Connector Contacts
Connector Nut/Screw
Seal/O-Ring
Shielding
Electrical Data & Mechanical Date

Contacts Pin

Connector Series : M12
Gender : Male-Female
Coding : AB,.D
Locking Type : Fix Screw
Mounting Type : I-Splitter
Part No : M12-X**-ST2-M02-BF*
X:A,B,D Coding
**:03,04,05,08(Pin)
ST2:Full Shield
BF*:1=M16X1.5 2=PG9,...(OD*)

For reference only!version1.0

IEC61076
-25°C~+90°C
>100MQ
<10mQ
IP67

>100 Mating Cycles

PA

Copper Alloy With Gold Plated fafE&

Copper Alloy With Nickel Plated $@4E58
FKM SU5ER

Available £Fik

3/4Pins 5Pins 8Pins
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Panel Mount I-Adapter, Male-Female

p7/z4

M12 Circular Connector WANJIE
Rated Current 4A 4A 2A
Voltage AC/DC 250V 60V 30V
Dimensions
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Specification Selection Table

2/3



http://www.china-wj.com

Panel Mount I-Adapter, Male-Female

M12 Circular Connector WANJIE
Contacts Available Coding BF i t5 4R 13 Rated Current | Voltage BB .
Plnﬁ& D-Codlng %ﬁ/ﬁi EE.;‘/zli AC DC PartNO}t ﬂﬂgﬁ—q
. M12-A03-ST2-M02-BF =
03Pins 4A 250V | 250V | V115 B03-STo M2 BE «
M12-A04-ST2-M02-BF*
04Pins Male 4A 250V 250V M12-B04-ST2-M02-BF
© @ M12-D04-ST2-M02-BF*
© ©1
Female
. M12-A05-ST2-M02-BF *
05Pins 4A 60V 60V M12-B05-ST2-M02-BF *
08Pins 2A 30V 30V M12-A08-ST2-M02-BF =
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