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技术数据-UL/CUL

等级 Use Group

额定电压 Rate Voltage [V]

额定电流 Rated Current [A]

接线范围 Wire Range [AWG]

耐电压 Dielectric Voltage-Withstand

技术参数-IEC

过电压类别 Overvoltage Category

污染等级 Contamination Class

额定电压 Rated Voltage [V]

额定电流 Rated Current [A]

额定冲击电压 Impulse withstand voltage [KV]

导线截面积[硬/柔] Conductor cross section [mm²]
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材料 Material

绝缘材料 Insulation Material

阻燃等级 Flame relardant rating

导体材料 Conductor Material

导体表面镀层 Plating of conductor surface

金属材料 Metal Material

金属表面镀层 Plating of metal surface

一般参数 Other Data

间距/极数 Pitch/Poles [mm]/[P]

剥线长度 Stripping Length [mm]

螺丝/扭矩 Screw/Torque(Max)[N.m]

工作温度 Operating temperature [℃]

焊锡温度 Soldering temperature

引针尺寸 Pin dimensions [mm]

PCB板孔径 PCB Hole Diameter [mm]

长/高/厚 Length/Height/Thickness [mm]

认证 Approval

连接点数 Connection Points

导轨类型 Type of rail

位数 Poles

高度 Height

长度 Length

宽度 Width

颜色 Color
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额定电流 Rated Current [A][Max]

绝缘材料 Insulation Material

阻燃等级 Imflammability

导体材料 Contactor Material

导体表面镀层 Contactive Coating

扭矩 Torque

焊接方式 Soldering method

材质及电镀 Material 

螺丝 Screws

焊脚 Pin Header

塑件 Housing

压线柱 Pressure line column

电气性能 Electrical

参考标准 Standard

额定电压 Rated voltage

额定电流 Rated current

使用线径 Wire range

接触电阻 Contact Resistance

绝缘电阻 Insulation resistance

耐电压 Withstanding voltage

温度范围 Temp.range

扭矩 Torque

技术参数-UL（1059）

等级 Use Group
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额定电压 Rated Voltage [V]

额定电流 Rated Current [A]

耐电压 Withstanding Voltage

接线范围 Wire Range

技术参数-IEC(60947-7-1)

过电压类别 Overvoltage Category

污染等级 Contamination Class

额定电压 Rated Voltage

额定电流 Rated Current

额定冲击电压 Impulse withstand voltage

导线截面积 Conductor cross section

单芯 Soild

柔性导线 Flexible

柔性导线带冷压头 Flexible with ferrule

技术参数-IEC(60947-7-2)

过电压类别 Overvoltage Category

污染等级 Contamination Class

额定电压 Rated Voltage

额定电流 Rated Current

额定冲击电压 Impulse withstand voltage

技术参数 Technical Data

尺寸 Dimension

接线板孔数 Tie-point

额定电压 Rated Voltage [V]
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额定电流 Rated Current [A]

接线范围 Wire Range

绝缘材料 Insulation Material

底板 Bottom plate

标准 Standard

工作温度 Ambient Temperatur

绝缘电阻 Insulation Resistance

接触电阻 Contact Resistance

防护等级 IP Class

机械寿命 Mating Endurance

材质说明 Material Data

胶芯材料 Connector Carriers

接触端子 Connector Contacts

螺母/螺丝 Connector Nut/Screw

密封胶圈 Seal/O-Ring

屏蔽 Shielding

焊脚长度 Length of the Solder Pin

连接方式 Contacts Termination

连接器外模 Connector Overmold

主体材质 Nut/Screw Material

胶圈 O-ring

防护等级 Degree Of Protection

主体材料 Connector Carriers

电气参数&机械参数 Electrical Data & Mechanical Date
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Pin数 Contacts Pin

额定电流 Rated Current

电压 Voltage AC/DC

连接方式 Contacts Termination

接线范围 Wire Range AWG/mm²

防插错编码 Available Coding

额定电压 Rated Voltage

线缆外被 Cable Jacket
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