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258 251 Connector Series: M8

27 Gender Female

mf5 Coding A,B

EfcH T Locking Type Fix Screw iR
ZeAEHA Mounting Type Straight B3k
F=ERYmAG Part No MO08-A**-ST0-FO2-SC*-XXX

FARE# Technical Data

¥ Standard IEC61076-2-104
T{EE~E Ambient Temperatur -25°C~+80°C
#azEaE Insulation Resistance >100MQ
#ERRERRE Contact Resistance <5mQ
BAIFELR IP Class IP67
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HU#Zds Mating Endurance

¥4 ERi5AE Material Data
BeA#L Connector Carriers
$EfimF Connector Contacts
12fg/8824 Connector Nut/Screw
FE#% Shielding

EREEEHME Connector Overmold

>100 Mating Cycles

PA
Copper Alloy With Gold Plated fafE<
Stainless steel &N

Shielded FEfk/Unshielded JEFEHk

BS2E_WES2 Electrical Data & Mechanical Date

PinZ{ Contacts Pin [Pins]
EMFEEE Rated Current [A]

FBJE Voltage AC/DC [V]

1Z#LSEE Wire Range [AWG/mm?2]

455 Cable Jacket

RIE

34.6REF L mm
00000
WAN JIE) N %
Cable Jacket PVC or PUR
SRS BEPVCELPUR
ezl S T —

TPU
4 5 6 8
3 3 15 15

50/60 50/60 30/30 30/30 30/30

24/0.25 24/0.25 24/0.25 26/0.14 26/0.14

PUR/PVC
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